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Fixed or Rotating 

Pneumatic Seat

Ergonomic Joysticks

Air Conditioning

Easy Access Storage

Twist-lock Deck

Steel or Rubber Tracks



Crane

Watertank

Personnel Carrier

Welding Deck

Dump Bed

Flat Bed

If you need a specific feature or specification that isn’t listed, contact
us for a custom machine design and a tailored quote



RT7 - 25

Performance
Carrying capacity 15,000 lb (6,800 kg)

Speed - 1st gear 2.8 mph (4.5 km/h)

Speed - 2nd gear 5.6 mph (9 km/h)

Gradability 58% (30º)

Hydraulic boom size 2,200 lb @ 23 ft (1,000 @ 7 m)

Engine
Emissions Cat Tier III / Tier IV / Stage 5

Displacement 7.01 L

Nominal output 225 HP (168 kW) 

Governed speed 2,200 rpm

Battery 2 (12V each)

Hydraulic
Transmission DANFOSS

Drive pump displacement 75 cc (each side)

Weight
Total weight (empty) 26,455 lb (12,000 kg)

Ground pressure (empty) 3.98 PSI

Total weight (loaded) 41,887 lb (19,000 kg)

Ground pressure (loaded) 6.40 PSI

Dimensions
Length 20’ 9” (6.33 m)

Width 8’ 2” (2.5 m)

Height 9’ 7” (2.93 m)

Wheelbase 12’ 8” (3.87 m)

Crawler width 2’ 4” (70 cm)

Crawler distance 5’ 11” (1.8 m)

Cabin
Features A/C, ROPS, Left open door

7 Ton / 2.5m width / Fixed

*10 Ton also available 



RT10 - 30

Performance
Carrying capacity 22,000 lb (9,980 kg)

Speed - 1st gear 2.8 mph (4.5 km/h)

Speed - 2nd gear 5.6 mph (9 km/h)

Gradability 58% (30º)

Hydraulic boom size 3,300 lb @ 23 ft (1,500 kg @ 7 m)

Engine
Emissions Cat Tier III / Tier IV / Stage 5  

Displacement 7.01 L

Nominal output 300 HP (225 kW)

Governed speed 2,200 rpm

Battery 2 (12V each)

Hydraulic
Transmission DANFOSS

Drive pump displacement 90 cc (each side)

Weight
Total weight (empty) 33,730 lb (15,300 kg)

Ground pressure (empty) 5.12 PSI

Total weight (loaded) 55,776 lb (25,300 kg)

Ground pressure (loaded) 8.53 PSI

Dimensions
Length 20’ 9” (6.33 m)

Width 9’ 10” (3 m)

Height 9’ 11” (3 m)

Wheelbase 12’ 2” (3.7 m)

Crawler width 2’ 6” (75 cm)

Crawler distance 7’ 4” (2.25 m)

Cabin
Features A/C, ROPS, Left open door

10 Ton / 3m width / Fixed

*2.9m width also available 



RT14 - 30

Performance
Carrying capacity 30,000 lb (13,610 kg)

Speed - 1st gear 2.5 mph (4 km/h)

Speed - 2nd gear 5 mph (8 km/h)

Gradability 58% (30º)

Hydraulic boom size 4,400 lb @ 23 ft (2,000 kg @ 7 m)

Engine
Emissions Cat Tier III / Tier IV / Stage 5  

Displacement 7.01 L

Nominal output 300 HP (225 kW) 

Governed speed 2,200 rpm

Battery 2 (12V each)

Hydraulic
Transmission DANFOSS

Drive pump displacement 130 cc (each side)

Weight
Total weight (empty) 39,683 lb (18,000 kg)

Ground pressure (empty) 5.54 PSI

Total weight (loaded) 69,666 lb (31,600 kg)

Ground pressure (loaded) 9.81 PSI

Dimensions
Length 20’ 9” (6.33 m)

Width 9’ 10” (3 m)

Height 9’ 11” (3 m)

Wheelbase 12’ 3” (3.73 m)

Crawler width 2’ 7” (80 cm)

Crawler distance 7’ 3” (2.2 m)

Cabin
Features A/C, ROPS, Left open door

14 Ton / 3m width / Fixed

*2.9m width also available 



RT10 - 30R

Performance
Carrying capacity

Speed - 1st gear

Speed - 2nd gear

Gradability 58% (30º)

Platform rotation 360º

Engine
Emissions Cat Tier III / Tier IV / Stage 5 

Displacement 7.01 L

Nominal output 300 HP (225 kW) 

Governed speed 2,200 rpm

Battery 2 (12V each)

Hydraulic
Transmission DANFOSS

Drive pump displacement 130 cc (each side)

Weight
Total weight (empty) 40,565 lb (18,400 kg)

Ground pressure (empty) 6.11 PSI

Total weight (loaded) 62,611 lb (28,400 kg)

Ground pressure (loaded) 9.52 PSI 

Dimensions
Length 20’ (6.12 m)

Width 9’ 10” (3 m)

Height 11’ 3” (3.43 m)

Wheelbase 12’ 2” (3.7 m)

Crawler width 2’ 6” (75 cm)

Crawler distance 7’ 4” (2.23 m)

Cabin
Features A/C, ROPS, Left open door

22,000 lb (9,980 kg)

2.8 mph (4.5 km/h)

5.6 mph (9 km/h)

10 Ton / 3m width / Rotating



RT14 - 29R

Performance
Carrying capacity

Speed - 1st gear

Speed - 2nd gear

Gradability 58% (30º)

Platform rotation 360º

Engine
Emissions Cat Tier III / Tier IV / Stage 5 

Displacement 7.3 L

Nominal output 300 HP (225 kW) 

Governed speed 2,200 rpm

Battery 2 (12V each)

Hydraulic
Transmission DANFOSS

Drive pump displacement 130 cc (each side)

Weight
Total weight (empty) 41888 lbs (19,000 kg)

Ground pressure (empty) 6.5 PSI

Total weight (loaded) 73000lbs ( 33,000 kg)

Ground pressure (loaded) 9.9 PSI

Dimensions
Length 20’ 8" (6.3m)

Width 9’ 5" (2.9 m)

Height 10’ 5" (3.2 m)

Wheelbase 12’ 3" ( 3.75 m)

Crawler width 2’ 6"  (800 mm)

Crawler distance 6’ 9"  (2.1 m)

Cabin
Features A/C, ROPS, Left open door

30,000 lb (13,610 kg)

2.5 mph (4 km/h)

6,2mph (10km/h)

14 Ton / 2.9m width / Rotating

*10 Ton also available 

Built for UK transport compliance



RT14 - 30R

Performance
Carrying capacity

Speed - 1st gear

Speed - 2nd gear

Gradability 58% (30º)

Platform rotation 360º

Engine
Emissions Cat Tier III / Tier IV / Stage 5 

Displacement 7.01 L

Nominal output 300 HP (225 kW) 

Governed speed 2,200 rpm

Battery 2 (12V each)

Hydraulic
Transmission DANFOSS

Drive pump displacement 130 cc (each side)

Weight
Total weight (empty) 41,888 lb (19,000 kg)

Ground pressure (empty) 6.5 PSI

Total weight (loaded) 71,870 lb (32,600 kg)

Ground pressure (loaded) 9.9 PSI

Dimensions
Length 20’ 9” (6.33 m)

Width 9’ 10” (3 m)

Height 11’ 3” (3.43 m)

Wheelbase 12’ 3” (3.73 m)

Crawler width 2’ 7” (80 cm)

Crawler distance 7’ 3” (2.2 m)

Cabin
Features A/C, ROPS, Left open door

30,000 lb (13,610 kg)

2.5 mph (4 km/h)

5 mph (8 km/h)

14 Ton / 3m width / Rotating



55° 

7 Ton Dump Bed 
Dump Bed Dimensions (L x W) 11.5 x 8.2 ft (3.5 x 2.5 m)

Machine Dimensions  (L x W x H) 21.09 x 8.2 x 10.38 ft (6.4 x 2.5 x 3.16 m)

Tilt Angle

Capacity 5.62 yd3 (4.3 m3)

10 Ton Dump Bed
Dump Bed Dimensions (L x W) 10.75 x 9.7 ft (3.7 x 2.95 m)

Machine Dimensions  (L x W x H) 20.5 x 9.8 x 10.45 ft (6.25 x 3 x 3.2 m)

Tilt Angle 55° 

Capacity 6.5 yd3 (4.96 m3)

14 Ton Dump Bed 
Dump Bed Dimensions (L x W) 10.75 x 9.7 ft (3.7 x 2.95 m)

Machine Dimensions (L x W x H) 20.5 x 9.8 x 10.57 ft (6.25 x 3 x 3.22 m)

Tilt Angle 55° 

Capacity 7.5 yd3 (5.74 m3)

Dump Bed
*Optional Tailgate



7 Ton Flat Bed : Light or Heavy Duty
Flat Bed Dimensions (L x W) 12 x 8.3 ft (3.65 x 2.5 m)

Machine Dimensions (L x W x H)  22.08 x 8.2 x 10.38 ft (6.73 x 2.5 x 3.16 m)

Tilt Angle 55° 

Capacity 5.62 yd3 (4.3 m3)

10 Ton Flat Bed : Heavy Duty
Flat Bed Dimensions (L x W) 12 x 9.8 ft (3.65 x 2.98 m)

Machine Dimensions (L x W x H) 23 x 9.84 x 10.57 ft (7 x 3 x 3.22 m)

Tilt Angle 55° 

Capacity 6.5 yd3 (4.96 m3)

14 Ton Flat Bed : Heavy Duty
Flat Bed Dimensions (L x W) 12 x 9.8 ft (3.65 x 2.98 m)

Machine Dimensions (L x W x H) 23 x 9.84 x 10.57 ft (7 x 3 x 3.22 m)

Tilt Angle 55° 

Capacity 7.5 yd3 (5.74 m3)

Flat Bed



robustrack-laurini.co.uk
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